
NITTO KOHKI Co., Ltd.
9-4, NAKAIKEGAMI
2-CHOME, OHTA-KU, 
TOKYO, 146-8555, JAPAN
Tel

PNEUMATIC SANDER

COMPACT MULTI SANDER
Model CMX-20
PROFESSIONAL TOOL

Keep the manual handy – so you can use it whenever necessary.

Model
CMX-20

2” Pad Rectangular Pad Finger Pad

m /min

min-1 14500

mm

mm 26×50

m/s2 ≦
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WARNING:

CAUTION:
Caution

Caution

Nitto Kohki product.

Please keep the manual handy - so you can 
use it whenever necessary.

・ English 

・ German 

・ French 

・ Spanish 

・ Portuguese 

・ Italian 

・ Dutch 

・ Swedish 

・ Danish 

・ Polish 

・ 中文 :  請向當地供應商或経銷商詢問中
文使用説明書
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IMPORTANT SAFETY 
INSTRUCTIONS

GENERAL: TOOLS

WARNING

TO OPERATORS
● Wear proper clothing for the type of work being

done.

● Always wear suitable eye protection.

● Always wear suitable hearing protection.
● Wear respiratory protective equipment (PPE).

● Avoid working posture that is too stressful.

● Do not operate the tool if you are too tired.
● Never touch any moving parts of the tool when

running.

ABOUT WORK AREA
● Keep the work area clean.

● Carefully select the work area.

● Never work near inflammable liquid or in a
potentially explosive atmosphere.

● Keep children away from the work area.

● Some tools generate high noise levels.

BEFORE OPERATION
● Inspect tool before use.

● Always remove spanner, wrench, etc., once

adjustment has been made with them.

● Use a tool appropriate for the application.

● Do not use the tool for purposes other than what

it is designed for.

● Do not abuse tool.

● Securely fasten workpiece in place.

ABOUT HANDLING

● How to store tool.

● How to carry tool.

● Do not leave the tool unattended while it is

running.



MAINTENANCE/SERVICE
● Do not take apart or modify tool.

● Inspect tool and accessories, etc.

● Check parts for damage.

‒

● Have your tool repaired at an authorized Nitto
Service Center.

● Use only Nitto genuine parts.

● Do not detach label or nameplate from tool.

DISPOSAL
● 

GENERAL: PNEUMATIC 
TOOLS

WARNING
● Use appropriate air pressure.

● Connect tool to air supply line.

● Start tool properly.

● Always disconnect the tool from the air supply
line before putting on/taking off any accessory
and prior to carrying out any maintenance work.

● Avoid exposure to exhaust air.

● Keep tool off electricity.

CAUTION
● Handle tool carefully.

● Handle connecting hose carefully.
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INSTRUCTIONS FOR
THIS TOOL

About Your Tool

WARNING
● Wear protective glasses and a dustproof mask.

● Never touch the moving parts while in operation.

CAUTION
● 

of screws may lead to unintended accidents.
● This tool is not designed for water sanding.

Never use for water sanding.
● Use Nitto genuine parts polishing pad.
● Whenever you replace or adjust the polishing

pad or any component, be sure to detach the
tool from the air.

1. USAGE

2. CHECK THE CONTENTS OF THE PACKAGE

Package Contents Qty Check
1
1
1
1
1
1
1
1
1
1
2
2
2
2
2
2

5

5
5
5

50×26mm 
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4. AIR SUPPLY

CAUTION
● Draw off drainage before starting operation. If

the drainage enters into the tool, it can freeze
around the exhaust port of the tool and result in
output power reduction.

4-1. Air Pressure
2

4-2. Air Line 

4-3. Oiler

4-4. Lubrication 

Air Regulator
Oiler

Air Filter

Compressor

Lubrication

Tool 9.5mm (3/8”) I.D.
Hose

Cupla

3. NAME OF PARTS

Throttle Lever
Lock Lever

Tool Body

Guide Cover

Urethane Block
Adjust Valve

Rectangular Pad



6

5. HOW TO OPERATE THE TOOL
5-1. Method to Replace Polishing Pad

WARNING
● Turn the throttle lever to OFF and detach the

connecting hose before performing replacement
of the polishing pad.

● Polishing pads must be attached securely.

Removal
○

○

.

Installation
○

○

.

5-2. Replacement of Abrasive Paper

WARNING
● Perform the work with the tool detached from

the connecting hose.



5-3. Start and Stop 
the

①  
②

OFF

ON
②

Lock Lever
①Release

Throttle Lever

5-4. Method to Replace Urethane Block 
      

CAUTION
● 

check for damages before using the rectangular

Removal Method

Lift
Urethane Block

Polishing Pad

Installation Method

Lateral Groove

Press in
RearFront

5-5. Adjustment of Revolution 

WARNING
● Never touch any moving parts of the tool when

running.

Adjust Valve

High

Low

5-6. Sanding Operations

WARNING
● Be sure to wear appropriate safety glasses and

dustproof mask during operation.
● Do not apply unnecessarily strong force. It may

cause breakage of the polishing pad.
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6. STORAGE

CAUTION
● When tool is not used, store it out of reach of

children.

7. ORDERING SERVICE PARTS
● For further operational and handling information

or for replacement of parts and components,
contact the company from whom you purchased
the tool or an authorized dealer.

● In ordering parts and components give each part
number, part name and quantity required.

● Use only NITTO genuine parts.

8. OPTIONAL PARTS

Description

TB09980
TB09981
TB09982

TB09984 v
TB09985 v

TB09986
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9. EXPLODED DIAGRAM: CMX-20
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17 

16 

15 

30 

31 
31 

33 

29
32 

34 

35 

36 

40 

43 

42 

37 
38 
39 

45 

51 
50 
49 

47 

48 

44 

41 

46 

5 
4 

No. Part No. Description Qty
1 TQ14420 1
2 TP12066 1

1set
4 1set
5 1
6 TQ14419 1

TQ14421 1
8 TQ14412 1
9 4

10 TQ14414 2

11 M4×4 2

12 1set
TQ14580 Lock Nut 1

14 1
15 1
16 TQ14408 1

TQ14406 1
18 1
19 TQ14405 1
20 TQ14404 1
21 1
22 1

TB09122 1set
24 Rotor 1
25 TP04225 1
26 1

1
28 1
29 1

1set
2
1
1

TB09088 1set
1
1

No. Part No. Description Qty
1
1
1
1
1

1set
1
1
1

1set
1
1
1
1

  
 TQ04664 
 TQ04665 

40 TQ14409 Connection
41  
42 10035 

  
44  
45 CP28152 
46  

  
48  
49  Filter
50  
51 TQ04709 1

Accessories
No. Part No. Description Qty

1set
1set
1set
1set

1
1

1set
1

TQ14582 2
2

TQ14584 2
TQ14585 2
TQ14586 2

2
TQ14588 5
TQ14589 5
TQ14590 5

TQ14591 5

　





Overseas Affiliates / Offices 

NITTO KOHKI U.S.A., INC.
46 CHANCELLOR DRIVE, ROSELLE, 
IL 60172 U.S.A.

TEL:+1-630-924-9393 FAX:+1-630-924-0303

NITTO KOHKI EUROPE CO., LTD.
UNIT A5, LANGHAM PARK INDUSTRIAL ESTATE,
MAPLE ROAD, CASTLE DONINGTON,
DERBYSHIRE DE74 2UT, U.K.

TEL:+44-1332-653800 FAX:+44-1332-987273

NITTO KOHKI DEUTSCHLAND GMBH
GOTTLIEB-DAIMLER-STR.10 D-71144 
STEINENBRONN, GERMANY

TEL:+49-7157-989555-0   FAX:+49-7157-989555-40

NITTO KOHKI CO., LTD., SINGAPORE BRANCH
10 UBI CRESCENT #01-62, 
UBI TECHPARK LOBBY D, SINGAPORE 408564, 

TEL:+65-6227-5360 FAX:+65-6227-0192

NITTO KOHKI CO., LTD., 
BANGKOK REPRESENTATIVE OFFICE
M&A BUSINESS CENTER 38Q. HOUSE CONVENT BLDG., 
7TH FLOOR, UNIT 7A, CONVENT RD., SILOM, BANGRAK, 
BANGKOK 10500 THAILAND

TEL:+66-2-632-0307 FAX:+66-2-632-0308 

NITTO KOHKI AUSTRALIA PTY. LTD.
77 BRANDL ST., BRISBANE TECHNOLOGY PARK, 
EIGHT MILE PLAINS QLD 4113 AUSTRALIA

TEL:+61-7-3340-4600 FAX:+61-7-3340-4640 

NITTO KOHKI (SHANGHAI) CO., LTD.
ROOM1506, SUITE C, ORIENT INTERNATIONAL PLAZA,
NO85 LOUSHANGUAN ROAD,SHANGHAI, 200336, CHINA

TEL:  +86-21-6415-3935 FAX:+86-21-6472-6957 

NITTO KOHKI CO., LTD., 
SHENZHEN REPRESENTATIVE OFFICE
2005C SHENZHEN ICC TOWER, FUHUASANLU 168, 
FUTIAN DISTRICT, SHENZHEN, GUANGDONG, 518048 CHINA

TEL:  +86-755-8375-2185 FAX:+86-755-8375-2187

EC DECLARATION OF CONFORMITY 
We hereby declare that the following our product conforms with the essential health and 
safety requirements of EU Directives. 

Brand Name  NITTO KOHKI 

Product  PNEUMATIC SANDER 

Model CMX-20

Serial No  In the case of 6 digits serial number. 
X X X X X X 

Consecutive numbers (00001 99999) 
Last digit (0-9) of year (A.D.) 

In the case of 7 digits serial number. 
X X X X X X X 

Consecutive numbers (00001 99999) 
Last two digits (00-99) of year (A.D.) 

Manufacturer  NITTO KOHKI Co., Ltd. 
9-4, NAKAIKEGAMI 2-CHOME, OHTA-KU, TOKYO, 146-8555, JAPAN 

Authorised person to prepare the technical construction file(TCF) in the community  
Masatoshi Ogue 
President 
NITTO KOHKI EUROPE Co., Ltd. 
UNIT A5, LANGHAM PARK INDUSTRIAL ESTATE, MAPLE ROAD, 
CASTLE DONINGTON, DERBYSHIRE DE74 2UT, U.K. 
Tel:+44-1332-653800  Fax:+44-1332-987273 

Directive  2006/42/EC Machinery Directive 
The above product has been evaluated for conformity with above directives using the 
following European standards. The technical construction file (TCF) for this product is 
retained at the above manufacturer’s location. 

Machinery Directive  EN ISO12100:2010, EN ISO11148-8:2011, others 
Sound Pressure/Power Level  EN ISO15744:2008, EN ISO4871:2009 
Vibration Level  EN28927-3:2009

Signature   

Date/Place  /TOKYO, JAPAN 

Name  Katsunobu Kishi 

Title  General Manager, MACHINE TOOLS Business Div.
NITTO KOHKI Co., Ltd. 
9-4, NAKAIKEGAMI 2-CHOME, OHTA-KU, TOKYO, 146-8555, JAPAN 

Being the responsible person appointed and employed the manufacturer. 


